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INTRODUCTION 
The REVEAL Wind Sensor* is the newest innovation in hunting technology from 
Tactacam. As any hunter knows, wind is the most critical piece of field intelligence, so 
we made something that provides immediate, real-time, site-specific wind data tied 
directly to your REVEAL camera. No more relying on weather apps that deliver generic 
conditions—the REVEAL Wind Sensor measures wind speed and direction in real-time 
and delivers it right to your REVEAL App. Compact, rugged, and built for year-round 
deployment, this wind sensor allows you to make smarter decisions on where to 
hunt. Seamlessly integrated with the REVEAL App and cameras, the Wind Sensor uses 
wireless connectivity to pair with your Reveal camera. . Whether you're planning a 
stand set-up, controlling scent, or finding your perfect hunting spot, you'll always 
know the wind conditions. 
 
The REVEAL Wind Sensor is made specifically for Tactacam trail cameras including 
the REVEAL X 4.0, REVEAL Pro 4.0, REVEAL Pro 4.0 Solar, REVEAL Pro 3.0, REVEAL X 3.0, and 
REVEAL Ultra.  
 
Read, follow, and save these instructions.  
 
*Additional subscription required 
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QUICK START GUIDE 
How To Connect:  

1.​ Before activating Wind Sensor, ensure the REVEAL camera you plan to pair with 
it is powered on and activated.  

2.​ Insert 3 AA batteries into the battery compartment by opening the door that 
covers the bottom of the Wind Sensor.  

3.​ Turn your camera to Setup mode. (Note: Camera must be in setup mode in 
order to pair your Wind Sensor and your camera. Pro models - turn on the LCD 
screen)  

4.​ Use the Reveal app to expand the navigation menu in the top left corner, and 
select “+ ACTIVATE A NEW DEVICE” 

5.​ Scan the QR code on your Wind Sensor and select which camera you will be 
pairing with your Wind Sensor. Compatible with REVEAL 3.0 and newer models.  

6.​ Connect your camera to the REVEAL App following the steps in the app.  
7.​ Follow instructions in the REVEAL app to connect your Wind Sensor and camera 

via wireless connectivity.  
8.​ Once the Wind Sensor is connected, the Reveal App will walk you through how 

to calibrate your Wind Sensor.  
9.​ The app will give you confirmation when your Wind Sensor is ready to be put in 

the field. 
 

Notes:  
-​ When mounting your Wind Sensor in the field, do not use magnetic mounts as 

they will affect the internal compass of the Wind Sensor. 
-​ Use the level indicator on the top of the Wind Sensor to ensure the Wind Sensor 

is level to the ground.  
-​ Compatible with: REVEAL 3.0 and newer cameras 
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GET TO KNOW YOUR REVEAL WIND SENSOR 
What’s Included:  

1.​ Wind sensor 
2.​ Calibration bag 
3.​ T-post mount (T-post not included) 
4.​ Tree strap 
 

REVEAL Wind Sensory Anatomy:  
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Other REVEAL Camera Accessories (Not Included):  
●​ SD Card 
●​ REVEAL Lockable Security Box 
●​ Adjustable Camera Stake 
●​ T-Post Mount 
●​ REVEAL FlexPack™ Power System 
●​ REVEAL Solar Panel R5 

View and Purchase all Accessories at Tactacam.com  
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GENERAL FEATURES​  
The REVEAL Wind Sensor* is the newest innovation in hunting technology from REVEAL. 
As any hunter knows, wind is the most critical piece of field intelligence, so we made 
a wind sensor that provides immediate, real-time, site-specific wind data tied 
directly to your REVEAL camera. No more relying on weather apps that deliver generic 
conditions—the REVEAL Wind Sensor measures wind speed and direction in real-time 
and sends it right to your REVEAL App. 
 
Compact, rugged, and built for year-round deployment, this tool allows you to make 
smarter decisions on where to hunt. Seamlessly integrated with the REVEAL App and 
cameras, the Wind Sensor uses wireless connectivity to pair with your camera. Set it 
up in minutes and start instantly getting wind data sent directly to your phone. 
Whether you're planning a stand set-up, controlling scent, or finding your perfect 
hunting spot, you'll always know the wind conditions at your camera location. Works 
with REVEAL 3.0 and newer models. 
 
*T-Post not included *Additional subscription required *3.0 or newer camera required 
for operation 
 

●​ Real-time Wind Speed and Direction Data: Information for your exact hunting 
location* 

●​ On-the-ground Accuracy: Vastly superior to generic weather app data 
●​ On-Demand Readings: Get instant wind checks through the REVEAL app for 

precise stand selection and mid-hunt adjustments 
●​ Continual updates: Automatically collects and syncs data on a regular basis 

to keep your intel fresh and accurate 
●​ Historical & Forecast Data: Review past conditions and compare them with 

current and forecasted trends to plan smarter hunts 
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●​ Seamless Integration: Designed exclusively for REVEAL 3.0, 4.0, and Ultra 
cameras to expand your ecosystem 

●​ Built-in E-compass for Precise Wind Direction: User calibration is required 
●​ Optimize Stand Placement: Gain control over scent and hunt timing 

 

FAQs:  
Question: 
Does the REVEAL Wind Sensor require an additional subscription? 

Answer: 
Yes, the REVEAL Wind Sensor requires an additional subscription. When setting up 
your Wind Sensor, the REVEAL app will show subscription options. 
 

Question: 
I have a REVEAL X 3.0 or REVEAL Pro 3.0. Can I use the REVEAL Wind Sensor with these 
cameras? 

Answer: 
Yes. You can use a REVEAL Wind Sensor with a REVEAL X 3.0 and Pro 3.0. However, you 
will need to update your camera firmware to do so. 
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MOUNTING 
How to Mount your REVEAL Wind Sensor:  
The Wind Sensor attaches to an universal mount via a ¼-20 attachment point on the 
bottom. The universal mount can be mounted on a T-post or tree. For the most 
accurate readings and optimal performance, we strongly recommend mounting this 
on a T-post or another pole-style mount positioned away from any trees. Tree 
mounting should only be used as a last resort and when a T-post or pole mount is 
not possible. 
 
To connect and calibrate your REVEAL Wind Sensor, please refer to the Quick Start 
Guide (page 4 of this manual).  
 
 

Important Tips:  
●​ The REVEAL Wind Sensor uses AA batteries.  
●​ For accurate wind readings, keep the device clean and free of debris.  
●​ Store the REVEAL Wind Sensor within the specified temperature range 

(-40–185F)  to ensure longevity.  
 

Troubleshooting:  
●​ Device won’t power on: Ensure the batteries are fresh and installed correctly.  
●​ Cant connect via wireless connectivity: Check that wireless connectivity is 

enabled and that you are within the 50 foot connectivity distance with a direct 
line of sight to the paired REVEAL camera.  

●​ Inaccurate wind speed readings: Ensure the wind sensor is mounted in an 
open area with a clear, 360-degree path for wind flow. Obstructions like thick 
branches and walls can block the wind or create turbulence, leading to 
inaccurate speed readings. 
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●​ Inaccurate wind direction readings: The built-in e-compass is designed to 
calibrate automatically. However, avoid mounting the sensor near heavy 
metal structures or power lines, as extreme magnetic interference can disrupt 
the compass and return incorrect directional data.  
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SPECIFICATIONS 
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Wireless 
Connectivity 
Distance 

50 ft 

Wind Speed 
Range 

0 to 55mph  

Wind Speed 
Accuracy 

+/- 3mph  

Wind Direction  +/- 22.5 degrees  

Battery  3 AA alkaline batteries 

Operating Time Up to 1 year with 3 AA alkaline batteries  

Operating 
Temperature 

-4 degrees Fahrenheit to 140 degrees Fahrenheit 

Storage 
Temperature 

-40 degrees Fahrenheit to 185 degrees Fahrenheit 

Dimensions 75 (W) x 75 (L) x 121 (H) mm 

Weight 170 g 



Changes or modifications not expressly approved by the party responsible for 
compliance could void the user's authority to operate this device.  
 
NOTE: This equipment has been tested and found to comply with the limits for a Class 
B digital device, pursuant to part 15 of the FCC Rules. These limits are designed to 
provide reasonable protection against harmful interference in a residential 
installation. This equipment generates, uses, and can radiate radio frequency energy 
and, if not installed and used in accordance with the instructions, may cause harmful 
interference to radio communications. However, there is no guarantee that 
interference will not occur in a particular installation. If this equipment does cause 
harmful interference to radio or television reception, which can be determined by 
turning the equipment off and on, the user is encouraged to try to correct the 
interference by one or more of the following measures: 

-​ Reorient or relocate the receiving antenna. 
-​ Increase the separation between the equipment and receiver.  
-​ Connect the equipment into an outlet on a circuit different from that to which 

the receiver is connected.  
-​ Consult the dealer or an experienced radio/TV technician for help.  

 
This device complies with part 15 of the FCC Rules. Operation is subject to the 
following two conditions: (1) This device may not cause harmful interference, and (2) 
this device must accept any interference received, including interference that may 
cause undesired operation. 
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